
DAX-8887

KITCHEN FAUCETS SERIES



FEATURES

• Pull down shower head
• Brushed nickel finish
• Brass body casting
• Dual sprayer
• ABS shower head
• Ceramic cartridge
• Flow rate 1.8 GPM
• Height 16-15/16”
• Installation hole 1-3/8”
• Water lines and mounting parts included
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MODEL DAX-8887 

ADA Yes

UPC APPROVED Yes

ANSI APPROVED Yes

ASME APPROVED Yes

WATERSENSE CERTIFIED Yes

NSF APPROVED Yes

CONNECTION SIZE 1/2 Male 

FAUCET HOLE SIZE 2-9/16”

FAUCETS HOLE One 

FAUCET TYPE Kitchen 

FLOW RATE (GPM) 1.8GPM

HANDLE STYLE Modern

NUMBER OF HANDLES 1

HOSE LENGTH 20”

INSTALLATION TYPE Quick connection

MATERIAL Brass 

FINISH Brushed Nickel

PULL OUT SPRAY Yes

PRE-RINSE Yes

SIDESPRAY No

SPOUT SWIVEL 360°

SPOUT TYPE Swan

CARTRIDGE TYPE Ceramic 

INCLUDED COMPONENTS Water lines and mounting parts

KITCHEN FAUCET DAX-8887

TECHNICAL SPECIFICATION DAX-8887
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INSTALLATION GUIDE DAX-8887
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Index Button

Screw

Handle

Dome Nut

Adjustment Nut

Cartridge

Cartridge Base

Faucet Body

C-Chip

Sleeve

Spout

Inner Cover

Shank

Connector

Seal

Gasket

Lock Nut

Screw

Fixing Sleeve

Cupper Tube

Cupper Tube

Chip

Connector

Chip

Anti Reflux Valve

Weight

Spray Hose

Shower Head

Cupper Tube

O-ring

SS Hose

PART LIST

 CS@daxib.com


