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Step #1

OUTLET

INLET

Attach supply line and connect valve as shown above.

Step #2
OUTLET

CROSSBEAMS

Please refer to P99016A to determine the
proper rough in for the valves. Install
crossbeams at those locations and secure valves.

NOTE: The stem and on this valve may be trimmed to
the correct rough in measurement.

Attach escutcheon (A) and handle (B) to the diverter stem assembly.

NOTE: Trim parts will vary according to series.

If the stem or nipple is too short to accept the trim, see step 4.

If the stem or nipple is too long, see step 5.

For installation instructions for adjustable height handles see step 7.

SHORT

If the valve is installed too deep behind the wall,
extension stems are available. Please contact your
local distributor to order part number EXTWALLG65_ 001
and go to step 6.
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Step #6

After receiving the part EXTWALL65_001

Remove handle (B), escutcheon (A), stem (#5.5), nipple
(#5.6) and lock nut (#5.2). Make appropriate cuts and
reinstall as in step 9. Secure handle using set screws or
1/4-20 screw provided.

If the valve is installed too far out of the wall, the stem
and nipple may be trimmed. To determine amount to be
cut measure the gap between the escutcheon and the
wall and/or the gap between the handle and escutcheon

Valve Breakouts

1/2”
Product #
80607PHY
(8-10 GPM)

3/4”
Product #

80002125
(10-12 GPM)

I
I
I
R |
I
EXTWALL65_001 }

Page 2




Step #7

SPACER NUT

/HANDLE CLEARANCE
T 1T T 1

Attach handle to handle escutcheon. Tighten spacer nut
into the handle so that there is clearance (~1/32”) between
the handle and the handle base. See clearance diagram
shown above.

Step #7.1

ﬁ/CAP SCREW

ESCUTCHEON

Secure handle to the handle escutcheon by tightening the
cap screw into the valve stem.

Step #7.2

HANDLE

ESCUTCHEON

DECORATIVE CAP

Complete the handle installation by placing the o-ring and decorative cover plate into the recess in the handle.
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