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www.rohlhome.com

Perrin & Rowe® Transitional Bath

COLORS/FINISHES

• Polished Chrome
• Polished Nickel 
• Satin Nickel 
• English Bronze
• English Gold*
• Unlaquered Brass**

WARRANTY

• Limited Lifetime
(*)5-Year Limited Warranty
(**) No Warranty

Consult your local ROHL showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to www.rohlhome.com.

FEATURES

• 1/2” wall valve lavatory set with separate 
 spout and handles
• Spout, valve housing and handles made 
 from solid brass
• 7 1/4” spout with 1/2” inlet
• Fixed spout
• 1/4-turn ceramic disc valves
• 1/2” female nipple needed, not supplied
• 1.5 GPM
• 1/2” NPT connections
• U.6702 remote pop-up available
• Must order U.3262R-2 rough to complete

PERRIN & ROWE® 3-HOLE WALL MOUNT TUBULAR SPOUT WIDESPREAD LAVA-
TORY FAUCET

U.3321LS/TO (Lever Handles)
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Consult your local ROHL showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to www.rohlhome.com.

INSTALLATION INSTRUCTIONS

The Transitiona l Ba throom Collec tion

Insta lla tion & User Guide

* Where ind ic a ted  p lea se sp ec ify c olor

Perrin  &  Row e is a  reg istered  tra demark.                                                                                                               9003321U                                Issue  1

SPARES
LAV SETS

Rec ommend ed
Work ing  Pressure:
Min 15 p si
Ma x 75 p si
Ideal performance obtained with equal hot & cold pressures.

3 HOLE WALL MOUNTED SETS AND WALL VALVES

Perrin & Rowe produc ts are manufac tured in England using quality materia ls, the la test
technology and built to  the highest standards.

We would like to  thank you for purchasing this Perrin & Rowe produc t and invite  you to
view the comprehensive range of Perrin & Rowe tapware, shower fitt ings, bathroom
ac cessories, soap d ispensers and bathroomware.

Please contac t us to  receive our la test produc t cata logues or view them online at
www.rohlhome.com

SPARE PARTS & SERVICE

3 Pa rker
Irvine
CA 92618
(714) 557-1933

www.rohlhome.c om

ROHL WARRANTY POLICY

All p rod uc ts sup p lied  b y ROHL c a rry wa rra nties a ga inst ma nufa c turing d efec ts.

Perrin & Rowe p rod uc ts c a rry a  Lim ited  Lifetime Wa rra nty.

ROHL LLC w ill p rovid e free of c ha rge, as its op tions, rep la c ement p a rt(s) or p rod uc t (or a  c omp a ra b le a lterna tive
p rod uc t) to rep la c e those whic h ha ve p roven d efec tive in ma teria ls or workma nship .

For full ROHL LLC WARRANTY p lea se c onta c t ROHL or visit www.rohlhome.c om
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Consult your local ROHL showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to www.rohlhome.com.

INSTALLATION INSTRUCTIONS

The Transit iona l Ba throom Collec tion
Insta lla tion & User Guide

Congra tula tions on the p urc ha se of your Perrin & Rowe b a throom p rod uc t. Correc t ly insta lled  a nd  w ith sensib le c a re, this
p rod uc t w ill g ive you ma ny yea rs of troub le free servic e.

IMPORTANT INFORMATION

Before you p roceed ... We rec ommend you enga ge the serv ices o f a  reg istered  p lumber to insta ll this p roduc t.

In ad d ition to the guid e below it is essentia l tha t the w ritten info rmation overlea f is ca refully rea d  a nd
und erstood .

Flush the p lumb ing  system befo re insta lla tion.

BEFORE USE

•  Carefully chec k the insta lla tion for leaks.

•  If further build ing  work is to b e carried  out in the vic inity, cover the tap  with a  p lastic  bag  to a vo id  damag ing  the finish.

•  Please ensure tha t the insta lla tion complies w ith the loc a l p lumb ing  c odes.

OPEN

CLOSEDNo
Groove

CARE & MAINTENANCE

•  Occ asiona l c leaning  with warm soapy water, followed by a  p olish w ith a  soft c lo th is a ll tha t is required  to keep  the p la ted  finish in g ood
  c ond it ion.

•  If you w ish to oc casiona lly p olish your tap  and  it has a  Chrome, Nickel or Pew ter finish, we rec ommend a  geng le meta l c lea ner suc h as
  AUTOSOL meta l polish, which is a va ilab le from hardware and  a utomotive parts stores.

• Do not use any c leaners on Gold  or Eng lish Bronze taps.

• Do not use p roprieta ry abrasive liquids, powders, or pads to c lean the p roduct. You will damage the p la ted  finish and  void
  your warranty.

OPERATION
•  This tap  is fit ted  with quarter-turn
   c eramic  d isc  va lve units. Wa ter
   flow from off to fully on is achieved
   by ro ta ting  the hand les a
   quarter-turn.

•  Ceramic  d isc  va lves a re ava ila b le
   opening  in a  c lockwise or
   anti-c loc kwise d irec tion. Should
   the hand le  of a n insta lled  tap
   opera te in the wrong d irec tion,
   this c an b e remed ied  by
   c hang ing  the ceramic  d isc  va lve
   to the o ther version.

GrooveLEFT
VALVE

RIGHT
VALVE

•  Follow p la c ement d imensions sup p lied  for
   insta lla t ion.
•  When insta lling p rod uc ts ma ke sure a llowa nc e
   is ma d e for tiles etc .
•  Ca vity should  b e suffic ent to a llo w for
   servic ing of va lves.
•  Sc rew 1/ 2"NPT sp out onto suita b le sha nk
  using threa d  sea ling ma teria ls sp a ring ly.
•  Push rosette b a c k to wa ll surfa c e.

Conc ealed Wall Valve
Ensure the ha nd le is vertic a l when the va lve is in
the 'off' p osition.

•  Assemb le trim to rough ensuring hand le is
   a ligned  c orrec t ly. If it is not, remove and  turn
   a  few sp lines until c orrec t a lignment c a n b e
   a c hieved .
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•  Fo llow p la c ement d imensions sup p lied  for
   insta lla t ion.
•  When insta lling p rod uc ts ma ke sure a llowa nc e
   is ma d e for tiles etc .
•  Ca vity should  b e suffic ent to a llo w for
   servic ing of va lves.
•  Sc rew 3/ 4"NPT sp out onto suita b le sha nk
  using threa d  sea ling ma teria ls sp a ring ly.
•  Push rosette b a c k to wa ll surfa c e.

• U.3330• U.3331LS • U.3332X
WALL TUB SETS

Spec ial Note for Installing a Pair of Lever Wall Valves

OPEN

Conc ealed Wall Valve
Ensure the ha nd le is vertic a l when the va lve is in
the 'off' p osition.

•  Assemb le trim to rough ensuring hand le is
   a ligned  c orrec t ly. If it is not, remove and  turn
   a  few sp lines until c orrec t a lignment c a n b e
   a c hieved .

3 / 4" NPT
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Consult your local ROHL showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to www.rohlhome.com.
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Spec ial Note for Installing a Pair of Lever Wall Valves
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