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Linear Shower drain
Installation manual

Grating (Various Designs)

Waterproofing sheet

Height adjustable feet

Drain rough with 2” tailpiece

Threaded collar
Rubber gasket

INSTALLATION MANUAL

Important: Installer must verify that the drain package is complete and check all rough 
dimensions prior to installation. Installer should consult local and national standards and is 
responsible for installling the drain in compliance with local and national codes.
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Installation guide | Height adjustable feet

ELECTRICAL GROUND CLIPS

SHORTEN FEET FOR EXTRA LOW INSTALLATION 
HEIGHT

1
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Height adjustable feet | Wall mounted
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FEET ARE OPTIONAL
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Installation guide | Standard clamp drain

3

INSTALLATION ACCORDING TO UPC STANDARD

CLAMP DRAIN NOT INCLUDED

TOP CLAMP DRAIN AT LEAST ½” ABOVE FLOOR  

4

5 6A

6B 7

MORTAR BED - 2% SLOPE TOWARDS THE DRAIN 

PAN LINER WITH 
ADHESIVE BONDING

SEAL ENTIRE FLOOR WITH PAN LINER, 
REMOVE AIR POCKETS 

OPTIONAL: CURBLESS SHOWER INSTALLATION CONCRETE BOARD: AT LEAST ¼” ABOVE FLOOR



Page | 5

8 9

10

CLAMPING RING

>> CONTINUE ON PAGE 6
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Installation guide | Linear shower drain

USE O-RING ON TAIL PIECE

LEVEL THE DRAIN

3 FOR LOWEST POSSIBLE HEIGHT USE SHIMS TO 
LEVEL ROUGH BODY

RUBBER GASKET

THREADED COLLAR

NO-HUB SLEEVE

A-2 RUBBER GASKET

B-1 THREADED COLLARB-2

C-1 NO-HUB SLEEVEC-2
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CENTERED

Installation guide | Drain placement

WALL-TO-WALL

ALONG THE WALL / WALL MOUNTED

THREE WALLS / WALL MOUNTED

SLOPED MORTAR BED - 2% INCLINATION

SLOPED MORTAR BED - 2% INCLINATION

SLOPED MORTAR BED - 2% INCLINATION

SLOPED MORTAR BED - 2% INCLINATION
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Installation guide | Sealing & waterproofing

WALL-TO-WALL

FLEX. SEALING COMPOUND

FLEX. SEALING COMPOUND

SEAL THE ENTIRE FLOOR WITH THIN-SET 
MEMBRANE, REMOVE ANY AIR POCKETS FLEX. SEALING COMPOUND

OPTIONAL OPTIONAL
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Installation guide | Finishing

TILE ADHESIVE ELASTIC SEALANT

HEIGHT ADJUSTABLE GRATE

Note: This drain can be installed wall-to-wall, along the wall and between three walls as well. 
Easy Drain USA recommends a 1”minimum of floor tile installed around the drain (except for wall 
mounted installation).
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Notes
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350 DeWitt Avenue 
Brooklyn, NY 11207 USA 

T.  718.257.2800 
F.  718.257.2144

info@watermark-designs.com

www.watermark-designs.com

Important: Installer must verify that the drain package is complete and check all rough 
dimensions prior to installation. Installer should consult local and national standards and is 
responsible for installling the drain in compliance with local and national codes.
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